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Type : Rails 

Code :  PD  

Description :  Rails for mechanical support of electrical device  
 

Dimension (mm) : PD35Z (35x7.5) e PD35CZ (35x15) x 2000 (lenght) 

Q.ty package  : 40 pz (PD35Z),  20 pz (PD35CZ) 

Material :  Cold-rolled carbon steel (DX51D+Z - UNI EN 10142) 

Plate :  Sendzimir Z100 – thikness 7 micron (UNI EN 10142) 

Color :  Grey  
 

Caratteristiche Principali:  

Standard :  DIN CEI EN 60715 

Raw Materiale Standard : UNI EN 10139 

Mechanicals Properties Thk.1 mm :  Re 305 N/mm2  Rm 357 N/mm2 Al% 35.9 

(Ref. UNI EN 10204 3.1) Thk.1.5 mm : Re 315 N/mm2  Rm 379 N/mm2 Al% 31.4 

 

 

Rail dimension compliance CEI EN 60715:2002 

Code Type Nominal dimension Min Max 

35x7.5 
(PD35Z) 

Height 7.5 +0 -0.4 7.1 7.5 

Width 35 ± 0.3 34.7 35.3 

base 27 ± 0.2 26.8 27.2 

35x15 
(PD35CZ) 

Height 15 +0 -0.4 14.6 15.0 

Width 35 ± 0.3 34.7 35.3 

base 27 ± 0.2 26.8 27.2 
 


