
HALOGEN FREE

-5ºC
+60ºC

Termoplástico
Termoplastico
Thermoplastic 
Thermoplastique 

Lâmpada LED
Lampara LED
LED Edison Lamp
Lampe LED

LED

Lâmpada Incadescente
Lampara Incandescente
Edison Lamp Lampe
Incandescent

Bucim PG
Prensaestopa PG
PG Cable Gland
Presse-étoupe PG

Aceita lâmpadas  LED de temperatura  < 36 °C
Accepta lamparas LED de temperatura < 36 °C
Accepts LED lamps temperature < 36 °C
Accepte Lampes LEDtemperature < 36 °C

LED

Max.
55
mm

Max. 100mm

IK 09

Lâmpadas fluorescentes
Tubos de fluorescencia
Fluorescent lamps
Lampes fluorescentes

Lâmpadas LED fluorescentes
Tubos de fluorescencia LED
LED Fluorescent lamps
Lampes LED fluorescentes

LE
D

Armaduras estanques | Apliques estancos 
Luminaires | Hublots murales étanches

Suportes para Lâmpadas fluorescentes
Soportes para tubos de fluorescencia
Fluorescent lampholders
Douilles pour lampes fluorescente

-5ºC
+60ºC

Termoplástico
Termoplastico
Thermoplastic 
Thermoplastique 

ref.
460

ref.
470

ref.
471

Ref. Sup. Watts IP IK Volt.Max T (ºC)

460 E 27 100 W 36  PG11 54 09 250 V

E 27 100 W 45  PG11 43 09 250 V

E 27 60 W 36  PG11 43 09 250 V

470

471

Ref. Descr. Volt.

Suporte Simples (ap. mecânico)
Portalamparas simple con bornas
Regular lampholder with screws

Douille avec vis

2A / 250 V349

Ref. Descr. Volt.

Suporte c/ porta-arrancador (ap.mecânico)
Portalamparas con portacebador con bornas
Lampholder with starter holder and screws

Douille avec du support starter et vis

2A / 250 V350

Ref. Descr. Volt.

Suporte simples (mola de aperto rápido)
Portalamparas simples (conexión rápida)

Special Lampholder (fast connection)
Douille (clipsable, conexion rapide)

2A / 250 V478

SCAN + INFO
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Iluminación Lighting ÉclairageIluminação


