
PRODUCT: MF/ VD…HFPP
DESCRIPTION: PP Rigid Conduit Halogen Free Self-extinguishing / Light Gauge

with integral coupling
COLORS: Grey (RAL 7035), Black (RAL 9005), White (RAL 9003)
MATERIAL: Polypropylene V0
STANDARDS: In accordance with TS EN 61386-21

Item Code
Nominal 

Size
Outside 

Dia. (mm) Tolerance
Inside Dia. 

(mm)
Wall Thickness 

(mm)

MF/ VD16HFPP 16 16 0 13,4 1,3
MF/ VD20HFPP 20 20 0 17 1,5
MF/ VD25HFPP 25 25 0 22,1 1,45
MF/ VD32HFPP 32 32 0 28,2 1,9
MF/ VD40HFPP 40 40 0 36,6 1,7
MF/ VD50HFPP 50 50 0 46,6 1,7

Material
Compression Resistance Class 2
Impact Resistance Class 3
Temperature Resistance Class 4/1
Insulation Strength
Insulation Resistance

 

DIMENSIONS

TECHNICAL INFO

DATA SHEET

PP V0
320 Newton / 60 sec. / 23±2 ºC
2 Kgs /100 mm/- 25 ºC
- 25 ºC / + 60 ºC
2000V. / 50 Hz / 15 min.
>100 MO / 60 sn. / 500 V.


